OMEXCO
Fine Belgian Wallcoverings

KALEIDOSCOPE

NON-WOVEN TEXTILE WALLCOVERING

KAL5604 KAL5603 KAL5605 KAL5602 KAL5601 KAL5606 KAL5607 KAL5614

KAL5613 KALS5611 KAL5610 KAL5609 KALS5608

NB: The portrayed colours may differ from reality.

References KAL §

Composition: mixture of cellulose and polyester

Weight: + 188 g/m” (+ 5,48 0z/sq yd)

The wallcovering can be installed horizontally or vertically.
Custom colouring on request.
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Width of the Pattern repeat Fire resistant: Washable after This design Light resistant:
wallcovering. is 0 cm (0”) and EU: B, s1-d0 installation. requires reverse Xeno test 6-7.
the design does US:class A hanging.

not need to be

matched.
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Apply a ready Ecological. Seamless. Manufactured Breathable. Printed with
mixed PVA or EVA with recycled solar energy.
clear adhesive fibres.
directly to the wall,
no need to humidify
the back of the
wallcovering.
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Product complying Sold by the EW,S“E;Q
with the council metre/yard. FSC® C001706
directive No minimum. O
2014/90/EU on rasponsibe forostry

marine equipment.

More information and samples are available on request.
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